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FOR INSTALLATION

NORMAL LEVELERS WITH BOXFRAME  H  600mm

TRUCK L:13,5m/40ft = 15 ramps 2mx2,5m

NEW OIL proves lighter and handier, havinga holessystem that allows it to be 

pickedup and positionedwithout a crane, youcan use just ONE FORKLIFT

Food
Industry

Industrial
Refrigeration

VS
NEW OIL STANDARD: H 300mm

truck L:13,5m/40ft = 28 ramps 2mx2,5m

More than 50% storage reduction
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DETAILS

-Plate in aluminumextruded 6060 with 6000 kg maximum capacity and anti-slip cross-ribbing surface 

treatment. Profile specifically engineered for concentrated loads

-Hinged aluminumlip on one 370 mm extruded with antislipsurface and hinge joint without added elements

-Double effect lip control oil piston.

-Single effect plate lifting oil piston with parachute valve

-hydraulic control unit activated by three-phase engine

-Power panel according to CEI 20/ 22/ 2 (IP 55) standards

with 7mts long connection cable included

-Standard TAM2F gummy buffers (see TAM LINE chpt.) included

-Anticrushing/shearing hinged carters.

STANDARD model is engineeredfor installation in 

PRECAST PITS (seey*/45"--"5*0/ */ 1*54x manual)

Blue coloured parts

are in galvanizedsteel

CODE
X

mm

Y

mm

H+/-

mm

WEIGHT

kg

NEW 150A-ALL 1650 1500+ LIP 370 240 200

NEW 200A-ALL 1650 2000+ LIP 370 300 250

NEW 250A-ALL 1650 2500+ LIP 370 360 330

NEW300A-ALL 1650 3000+ LIP 370 430 400

NEW 150B-ALL 2000 1500+ LIP 370 240 250

NEW 200B-ALL 2000 2000+ LIP 370 300 330

NEW 250B-ALL 2000 2500+ LIP 370 360 430

NEW 300B-ALL 2200 3000+ LIP 370 430 470

NEW 150C-ALL 2200 1500+ LIP 370 240 280

NEW 200C-ALL 2200 2000+ LIP 370 300 360

NEW 250C-ALL 2200 2500+ LIP 370 360 460

NEW 300C-ALL 2200 3000+ LIP 370 430 500

H+/ -

differencein heightcalculatedaccordingto 

UNI EN 1398 standard

for 12,5% gradient allowed for forklifts
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DETAILS:

- Coupleof lateralpress-formed4mm thicksheets

- Backsidepress-formed thicksheet100 x200 x3mm + coating1mm thicksheet

BF: 

optional boxframe elements

to be combinedwith 

NEW OIL STANDARD 

hydraulicdock levelers

for installation

beforepit construction

VS: 

tailboard housing

Combinablewith 

Cod. NEW/TSL + BF or OIL 

hydraulicdock levelers

in order to load/ offloadtrucks

with CANTILEVER TAIL LIFTS 

DETAILS:

- Tubulargalvanizedsteel structure with 3000 mm  internalwidth for tailboardhousing, 

lengthaccordingto NEW OIL chosenmodel 

- Corrugated steel sheet for concrete casting

2TNSD wY½ has to be fixedaltogetherwith customer

accordingto establishedloadingbayheight
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Tobe weldedat a steel L precast

profile with aluminumhigh capacity

internal side plates (light grey part) 

and galvanizedsteel low capacity

external plates (darker grey part) 

(optional: STAINLESS STEEL)

CODE X (mm) Y (mm)

XB 200 3450 2000

XB 250 3450 2500

XB 300 3450 3000

Surplus for 45° cut lip Surplus for side flapscutting Surplus for complete segmentation

QCSEZ

Combo panel

for double

ramp/ door

control

QCMEC

Mecanical

panel

Z factor is to be establishedaccordingto SGD A@X½R height
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TAM-2F

SWINGING BUFFER: it managesto followSQTBJ½R 

suspensionsadjustmentsduringloading/ offloading

procedures80 % WEAR ENDURANCE INCREASE 
(comparing with TAM2/ 3F)

Availablealsowith frontside

coveringsteel sheet(+ »40)

TAM-3F TAM-IPE

TAM-U

TAMSPEC

VTM

NEW

GOLIATH

NEW

STEEL SHOCK ABSORBING BUFFER, with inner

absorbingpucksin anti-wearinglow coefficientof

failurefor torsion SBR rubber

MORE CONVENIENCE AND ENDURANCE!

TAM EXT

gummyand steel truck impact shock absorbingbuffers line
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